
DESCRIPTION 

ISOWAVE isolators for 1000‐1100nm offer 2 and 5mm clear apertures, fixed or 
tunable opera on, single or semi‐double models, and the following power 
ra ngs.  

 Low – Absorp ve glass plate 

 Medium – Glan Taylor polarizers (no escape ports) 

 High – Glan Taylor polarizers with dual escape ports  
Also available are Faraday rotators (no polarizers). 

FEATURES 

Wavelength Op miza on 

Wide Tuning Range 

High Isola on 

 Low Inser on Loss  

Removable Moun ng Foot 
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Model Number Codes 
FR = Faraday Rotator , Isola on Column shows Ex nc on Ra o 
L, M, H = Polarizer Power Level Op ons: Low, Medium, High 
C = Compensated: Broadband, 30dB isola on over +/‐50nm.  
T = Tunable: Input polarizer rotates to maximize isola on 
SD = Semi Double: Single center polarizer, two rotator isolator. 

Wavelength Op ons 
Isolators may be ordered centered anywhere 
between 1000‐1100nm for I‐106 models  or 
1100‐1200nm for I‐116 models. Isowave will 
op mize on best effort basis using available 
lasers, or customer may supply laser for align‐
ment and tes ng.  

Model Number  Clear Aperture 
Isola on 
Min/Typ 

Inser on Loss 
Typ/Max 

Transmission 
Min/Typ 

Diameter  Length  Power Handling 

  mm  dB  dB  %  inch / mm  inch/mm  W/cm2 

Faraday Rotator 

I‐106‐FR‐2  2  30 / 35  0.2  95  1.0 / 25.4  2.40 / 61  300 

I‐106‐FR‐5  5  30 / 35  0.2  95  1.375 / 34.9  3.0 / 76  300 

I‐116‐FR‐5  5  30 / 35  0.3  93  1.375 / 34.9  3.0 / 76  300 

I‐106‐FR‐8  8  30 / 35  0.2  95  1.95 / 49.5  3.73 / 94.7  500 

Single Stage Fixed 

I‐106‐2‐L  2  35 / 38  0.3 / 0.5  89 / 93  1.0 / 25.4  2.40 / 61  50 

I‐106‐2‐M  2  35 / 38  0.4 / 0.7  85 / 91  1.0 / 25.4  3.54 / 90  100 

I‐106‐2‐H  2  35 / 38  0.4 / 0.7  85 / 91  1.0 / 25.4  4.13 / 105  250 

I‐106‐8‐H  8  35 / 40  0.2 / 0.3  92 / 95  1.95 / 49.5  5.87 / 149.1  500 

Tunable 

I‐106‐T‐5‐L  5  35 / 38  0.3 / 0.5  89 / 93  1.375 / 34.9  4.0 / 102  50 

I‐106‐T‐5‐M  5  35 / 38  0.4 / 0.7  85 / 91  1.375 / 34.9  4.0 / 102  100 

I‐106‐T‐5‐H  5  35 / 38  0.4 / 0.7  85 / 91  1.375 / 34.9  5.01 / 127  250 

I‐106‐T‐8‐H  8  35 / 40  0.2 / 0.3  92 / 95  1.95 / 49.5  5.87 / 149.1  500 

I‐116‐T‐5‐L  5  35 / 38  0.4 / 0.7  85 / 91  1.375 / 34.9  5.12 / 130  50 

I‐116‐T‐5‐M  5  35 / 38  0.5 / 0.8  85 / 91  1.375 / 34.9  5.12 / 130  100 

I‐116‐T‐5‐H  5  35 / 38  0.4 / 0.7  85 / 91  1.375 / 34.9  6.34 / 161  250 

I‐1011‐C‐5‐L  5  35 / 38  0.6 / 0.75  84 / 86  1.375 / 34.9  4.0 / 102  50 

I‐1011‐C‐5‐M  5  35 / 38  0.6 / 0.75  84 / 86  1.375 / 34.9  4.0 / 102  100 

I‐1011‐C‐5‐H  5  35 / 38  0.6 / 0.75  84 / 86  1.375 / 34.9  5.01 / 127  250 

I‐106‐SD‐5‐L  5  55 / 60  1.0 / 1.5  70 / 79  1.375 / 34.9  5.09 / 130  50 

I‐106‐SD‐5‐M  5  55 / 60  1.0 / 1.5  70 / 79  1.375 / 34.9  5.09 / 130  100 

I‐106‐SD‐5‐H  5  55 / 60  1.0 / 1.5  70 / 79  1.375 / 34.9  5.39 / 137  250 
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I-106-2-M 

I-106-2-L 

I-106-2-H 

I-106-T-5-L or M 
I-1011-C-5-L or M  

I-106-T-5-H    
I-1011-C-5-H 

1.4” 
 35.6mm  0.78”/ 20mm  

5.01”  
127mm  
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3.54” 
90mm  

1.00” 
25.4mm  

0.74” 
19mm  

2.40” 
61mm 

4.1” 
105mm 

1.08”/ 27.5mm 

1.97”/ 50mm  

1.18” 
30mm  

5.09” 
129.4mm 

4.0” 
101.6mm 

I-106-SD-5-L or M 

1.58” 
40mm 

1.0” 
25.4mm 

1.2” 
30.5m

DS1012-R2101 
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